
*Varying dimensions available upon request

Width 1200mm 
1220mm 

Length 2000mm, 2400mm, 2440mm, 
2500mm, 3000mm
Thicknesses 8.0mm, 9.5mm
12.5mm, 15mm, 15.9mm, 18mm

Painted (water or oil base paint)

Joint filling with Gcoat™ All Purpose
Joint Compound

SURFACE FINISHING EDGE TYPES STANDARDS DIMENSIONS

PROPERTIES

Gboard
����

Certi�ed MS
ISO 9001:2015

No. Cert. 1118/Δ/2019

• High sound absorption 
• Echo control 
• Acoustical enhancement 
• Aesthetically pleasing
• Lightweight 
• Eco-friendly, recyclable

FEATURES

DESCRIPTION
Gboard® Echo is a perforated gypsum 
board with a laminated acoustical fleece 
to its back side. Its core is produced 
from non-combustible material and 
offers mechanical stability, which make 
the board suitable for screw-fastening to 
drywall framing. Gboard® Echo provides 
excellent sound absorption for 
suspended ceiling applications or any 
other application that requires high NRC 
(Noise Reduction Coefficient) values.

APPLICATIONS
• Cinemas, theatres 
• Studios
• Offices
• Cafeterias 
• Airports 

Eco-friendly Lightweight

PERFORATIONS
The perforations on the board can have 
various shapes, depending on your 
acoustic and aesthetic requirements.  

Echo control Sound
absorption

Round Square Alternating 
round

ASTM C 1396

ASTM C  423

ASTM E 84

ASTM C 473

Squared edge

Beveled edge

Tapered edge



• Avoid contact with moisture.
• Store in a dry/ventilated area above ground level (not in direct contact with the ground). 
• Do not expose the board to extremely high temperatures (50°C) for prolonged periods of time. 
• Cover boards with plastic sheets.
• Avoid direct rain or sunlight. 
• Avoid cracking or damaging the boards during installation. 

STORAGE AND HANDLING

PHYSICAL SPECIFICATIONS

RECOMMENDATION
Cutting and scoring happen from the front face side of the board.
Use phosphate self-tapping screws with a metal frame lower than 0.7 mm for board fixing.
Use phosphate self-drilling screws with a metal frame greater than 0.7 mm for board fixing
Vertical screw spacing for the first layer of gypsum is 25 cm, 50 cm for the second, and 75 cm for 
the third.
It is recommended to use Gcoat™ All Purpose Joint Compound for joint treatments or skim 
coating. 
Use paper tape for the jointing of the square edges. 
Leave a 3 mm gap between the boards and fill it with a joint compound.
Space the Gframe™  furring channels for ceilings or stud partitions at 330-330 mm centers max.
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PHYSICAL SPECIFICATIONS
UNIT VALUE

Size (diameter) mm

Center to center mm 18

Plain board width on the perimeter mm 30

% Of perforation of the board % 9

PERFORATION TYPE 1 - ROUND SHAPE

6

PERFORATION TYPE 2 – SQUARE SHAPE

Size (H x W) mm

Center to center mm 19

Plain board width on the perimeter mm 30

% Of perforation of the board % 20

10 x 10

PERFORATION TYPE 3 – ALTERNATING ROUND

Size (diameter) mm

Center to center mm 18
Plain board width on the perimeter mm 30
% Of perforation of the board % 17

12 - 20

SQUARED PERFORATION PROPERTIES 

Length mm

Width mm 1200
Thickness mm 12.5
Weight Kg/m² 8.3

2400

Reaction to fire - A2-s1, d0

Flexural strength longitudinal 476
Flexural strength transversal N/mm² 160

N/mm²

The information herein and recommendations set forth are presented in good faith and believed to be correct as of the date hereof, ECOBAT 
For Industrial Development, and its affiliated, and sister companies do not make representations or warranties as to the completeness or accuracy 
thereof.
Information is supplied upon the condition that the persons receiving the same will make their own determination as to its suitability for their 
purpose prior to use. In no event will ECOBAT For Industrial Development and its affiliated and sister companies be responsible for indirect, 
consequential, or incidental damages arising out of the use of, or inability to use this product. Our liability, if any, shall be capped to the price of 
the product purchased. 
All specifications reflect averages derived from product sample testing and are provided as guidance only. They are subject to inherent variances 
and may be changed without notice to improve reliability, function, or design or otherwise.

Manufactured according to ASTM & EN standards by ECOBAT For Industrial Development.

Ecobat for industrial development, Administrative Building, ECOBAT industrial Zone, KM 114 Ain Sokhna,Kattameya Old Road,  Suez, Egypt
Tel: +20 10 0023 1177


